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R250 FLOW RANGE (Q3/Q1)� Exceeding Class D equivalent

METER SIZE (mm) 15 20

METER THREAD SIZE in G ¾”A G 1”A

OVERLOAD FLOW RATE Q4 ± 2% m3/h 3.125 5

PERMANENT FLOW RATE Q3 ± 2% m3/h 2.5 4

TRANSITIONAL FLOW RATE Q2 ± 2% l/h 16 25.6

MINIMUM FLOW RATE Q1 ± 5%   l/h 10 16

STARTING FLOW (APPROXIMATE) l/h 2 2

MAXIMUM REGISTRATION m3 9999.99999 9999.99999

OUTPUT PULSE l/pulse 0.5 0.5

ALL MODELS Headloss at Q3 less than 0.63 bar. Maximum water temperature 30°C. Maximum working pressure 16 bar.

R160 FLOW RANGE (Q3/Q1)� Class C equivalent

METER SIZE (mm) 15 20 25 30 40

METER THREAD SIZE in G ¾”A G 1”A G 1 ¼”A G 1 ½”A G 2”A

OVERLOAD FLOW RATE Q4 ± 2% m3/h 3.125 5 7.875 12.5 20

PERMANENT FLOW RATE Q3 ± 2% m3/h 2.5 4 6.3 10 16

TRANSITIONAL FLOW RATE Q2 ± 2% l/h 25 40 63 100 160

MINIMUM FLOW RATE Q1 ± 5%   l/h 15.625 25 39.375 62.5 100

STARTING FLOW (APPROXIMATE) l/h 2 2 6 12 20

MAXIMUM REGISTRATION m3 9999.99999 9999.99999 99999.9999 99999.9999 99999.9999

OUTPUT PULSE l/pulse 0.5 0.5 5 5 5

ALL MODELS Headloss at Q3 less than 0.63 bar. Maximum water temperature 30°C. Maximum working pressure 16 bar.

PHYSICAL PROPERTIES

METER SIZE (mm) 15 20 25 30 40

METER DIAMETER mm 86 86 104 120 158

METER RADIUS (WIDTH FROM PIPE CENTRE) mm 43 43 52 60 79

METER LENGTH PREFERRED mm 165 190 - - 300

METER LENGTH ALTERNATIVE mm 115 or 134 165 199 199 -

LENGTH OVER CONNECTORS mm 200 or 228 267 311 327 421

WEIGHT - METER ONLY (APPROXIMATE) kg 0.80 or 0.90 1.30 1.30 2.20 3.70

V100
Product Specification

Measuring Instruments Directive 2004/22/EC
Specifications according to OIML R49, EN14154 or ISO4064


